Single Piston A
Pump Series A

Warranty Policy

Providing Purchaser notifies us promptly, if within 12 months from date of shipment to you, or prior to 2,000 hours of use, whichever shall first occur, equipment
or parts manufactured by us fail to function properly under normal and proper use because of defects in material or workmanship demonstrated to our satisfaction
to have existed at the time of delivery, the Company, reserving the right to either inspect them in your hands or request their return to us, will at our option repair
or replace at our expense F.O.B. our factory, or give you proper credit for such equipment or parts determined by us to be defective, if returned transportation
prepaid by Purchaser. The foregoing shall notapply to equipment that shall have been altered or repaired after shipmentto you by anyone except our authorized
employees, and the Company will not be liable in any event for alterations or repairs except those made with its written consent. Purchaser shall be solely
responsible for determining suitability for use and the Company shall in no event be liable in this respect. The equipment or parts manufactured by others but
furnished by us will be repaired or replaced only to the extent of the original manufacturer's guarantee.

THE FOREGQING OBLIGATIONS ARE IN LIEU OF ALL OTHER OBLIGATIONS AND LIABILITIES INCLUDING NEGLIGENCE AND ALL WARRANTIES,
OR MERCHANTABILITY OR OTHERWISE EXPRESS OR IMPLIED IN FACT OR BY LAW, AND STATE OUR ENTIRE AND EXCLUSIVE LIABILITY AND
BUYER'S EXCLUSIVE REMEDY FOR ANY CLAIM OR DAMAGES IN CONNECTION WITH THE SALE OR FURNISHINGS OR GOODS OR PARTS, THEIR
DESIGN, SUITABILITY FOR USE, INSTALLATION OR OPERATION, WE WILL IN NO EVENT BE LIABLE FOR ANY DIRECT, INDIRECT, SPECIAL,
INCIDENTAL OR CONSEQUENTIAL DAMAGES WHATSOEVER, AND CUR LIABILITY UNDER NO CIRCUMSTANCES WILL EXCEED THE CONTRACT
PRICE FOR THE GOODS FOR WHICH LIABILITY IS CLAIMED.

DISCLAIMER

SPECIFICATIONS, DESCRIPTIONS AND ILLUSTRATIONS SHOWN HEREIN WERE ACCURATE AT THE
TIME OF PRINTING. DELTA*Q RESERVES THE RIGHT TO CHANGE SPECIFICATIONS, MATERIALS OR
DESIGNS WITHOUT NOTICE AND WITHOUT INCURRING OBLIGATION.

OPTIONAL EQUIPMENT MAY ADD COST TO THE BASIC UNIT, AND SOME OPTIONS ARE ONLY AVAIL-
ABLE IN COMBINATION WITH CERTAIN MODELS OR OTHER OPTIONS.
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AP Series Piston Pump A
Performance Data A&

Minimum inlet pressure requirements VS

pump speed, 4.0 CIR
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Inlet Pressure vs Altitude

The minimum inlet pressures indicated are required to prevent cavitation of the pump at high-operating speeds.

The curves represent operation elevations below 1000 feet. Forapplication in higher elevations, add 0.5 PSI for each 1000
feet above sea level to the pressure found on the chart.

Example: A single AP40 side port operating at 10,000 feet above sea level and 2500 RPM's will require a minimum inlet
pressure of 6 PSIG + (10x0.5 PSIG) = 11 PSIG

Case Pressure "IMPORTANT"

Use one 1/2" case drain line connected to the hydraulic tank below the fluid level.

Do Not connect any other lines to the case drain line.

Case pressure should not exceed 5 PSlabove the inlet pressure. Example: If the inlet pressure is 10 PSI the case pressure
should not exceed 15 PSI.

Maximum case pressure is 25 PSI.



AP Series Piston Pump A
Performance Data AC)A

Pump Performance Characteristics 4.0 CIR
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